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	How to make a satellite TV receiver?

	 
		
			
			
			How to Build a Satellite Dish and Receiver
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		Satellite Receiver
	
	

	
	
	
		
	
	
		Building a satellite dish and receiver is easier than ever. Many companies would rather have you rent the equipment and pay an installer to come and put in your system. However, modern satellite systems can be installed with a few tools in addition to the equipment that can be purchased from mainstream manufacturers. While some electronics aficionados may wish to build their own systems, it is recommended that systems be purchased from electronics dealers. Any build-your-own kits or systems would be cost-prohibitive, given the low cost of purchasing a system that is basically plug-and-play.

Things You'll Need

	Television
	Compass
	RG-6 coax cable
	Grounding rod
	Grounding cable
	Zip ties
	Satellite dish mount
	LNB element mount
	Wrench set or ratchet set
	RTV silicone or equivalent sealant
	Magnetic level
	5-foot chain link fence line post (optional)
	Concrete (optional)


Step 1


Find a location in your yard or from your house where you can have a clear line of sight to the selected satellite. To do this you need to find out the magnetic azimuth and elevation that you will be looking for from your satellite provider. Using the compass, locate a spot that has a clear shot, avoiding any buildings, other structures and trees. All of these can significantly interfere or completely block the signal from the satellite.

Step 2


Decide how you will mount the satellite. If your selected location is next to your home, it is possible to mount the dish on the side of the house, or on the roof. However, a side mount is always preferable over a roof mount, as a roof mount is harder to seal off and protect against leaks. If your selected location is in the yard, you can purchase a standard 5-foot chain link fence line post to use as the mounting mast for your dish. The post can be secured in a hole between 18- and 24-inches deep using standard concrete.

Step 3


Ensure that whatever mounting system you use is level. Using a magnetic level, check four sides of the mounting post to make sure that it is straight up and down vertically. If it needs to be adjusted, make the adjustment now. Failure to do so will result in a much more difficult time later trying to fine-tune the satellite dish.

Step 4


Assemble the satellite dish by attaching the LNB mounting element to the back. Align the four center holes and secure with the bolts, lock nuts and washers supplied with the manufacturers' original equipment. Using a wrench set or ratchet set, preselect the elevation as indicated by the satellite programming provider and secure it in place.

Step 5


Run the RG-6 coaxial cable from the back of the satellite receiver where it is marked "LNB" to the dish location. Routing the cable through the LNB element mount, connect to the LNB. Secure the LNB element to the mount and secure the RG-6 cable to the mounting structure with the zip ties, providing a "drip loop, " allowing rainwater to fall off the cable rather than run into the LNB element.

Step 6


Secure the grounding wire to the mounting bracket and run to the grounding block supplied by the equipment manufacturer. The grounding block must then be connected to the coax cable, as well as the grounding rod. This allows any lightning to be routed to the ground, rather than to the receiver inside the house.

Step 7


Point the dish in the approximate location of the magnetic azimuth indicated by the satellite provider and your compass. This will provide your starting point for fine-tuning the dish. Turning on the TV and navigating the receiver menu to the installation process, you will find an operation that will enable you to see the signal strength on your TV. Adjust the dish accordingly, using 1/8-inch increments. First move the dish left and right to get the highest possible signal, then adjust the elevation up and down as well. Once the highest signal possible has been achieved, lock down all adjusting bolts. Call your satellite TV provider to set up programming, or do a channel scan on your system if you are surfing for free-to-air channels.

Tips & Warnings

	Double check all of your azimuths and elevation angles twice before setting up the dish mount.
	Remember that winter trees without leaves will have leaves in the summertime-avoid them.
	If shooting your dish over a tree, remember that trees can grown 1 to 2 feet per year and plan accordingly.
	Always connect the LNB prior to turning on the system to avoid possible damage from low voltage.


			

	
										Source: www.techwalla.com



							


		
		1PLUS TV Antenna 50 Miles Range Amplified Digtial TV Antenna with Detachable Amplifier, HDTV Indoor Antenna for High Reception Homeworx Antenna for TV - 13ft Coaxial Cable

		Speakers (1PLUS.INC)

						1PLUS TOP INDOOR TV ANTENNA: Are you still pay for the cable or satellite fee for televison? Come on! Our indoor TV antenna is a receiver that can get all of your...
	EXTRA LONG 13FT COAXIAL CABLE & ULTRA SLIM DESIGN: 1PLUS is a Manudacturer with best price for you, this super slim like leaf antenna is one of our design that...
	FULL HD - 50 MILE LONG RANGE ACCESS: At first, please visit antennaweb.org or antennapoint.com check how many broadcast towers surrounding you within 50miles...
	OPERATION CORRECTLY: At first, set up according to the manual, you should make sure you have connected the antenna correctly to HDTV (TV with Digital box). And then...
	100% QUALITY GUARANTEE 30 DAY BACK MONEY GUARANTEE - 12 MONTH WARRANTY: Please rest assured that you have made the right purchase, Our indoor TV Antenna is your...


			



			
		
	

	
	
 	
		
					
		
		
			
		Antenna HDTV, 1PLUS Indoor Antennas 50 Miles Range HDTV Antenna Detachable Amplifier Signal Booster High Signal Capture of 13ft Coaxial Cable- 1 Year Warranty

		Speakers (Original factory manufactured.)

						1PLUS TOP INDOOR TV ANTENNA: Are you still pay for the cable or satellite fee for televison? Come on! Our indoor TV antenna is a receiver that can get all of your...
	EXTRA LONG 13FT COAXIAL CABLE & ULTRA SLIM DESIGN: 1PLUS is a Manudacturer with best price for you, this super slim like leaf antenna is one of our design that...
	FULL HD - 50 MILE LONG RANGE ACCESS: At first, please visit antennaweb.org or antennapoint.com check how many broadcast towers surrounding you within 50miles...
	OPERATION CORRECTLY: At first, set up according to the manual, you should make sure you have connected the antenna correctly to HDTV (TV with Digital box). And then...
	100% QUALITY GUARANTEE 30 DAY BACK MONEY GUARANTEE - 12 MONTH WARRANTY: Please rest assured that you have made the right purchase, Our indoor TV Antenna is your...


			



		
		
		
			
		
		

	

	
							
				[2016 New Model] Pigflytech Ti6 Quad Core 2GB/16GB/4K/S812/802AC Android TV Box & Game Palyer with Kodi 16.1 Fully Unlocked Internet Streaming Media Player

				Home Theater (Pigflytech)

										FULLY LOADED - The Pigflytech 2016 Android TV Box is the #1 Internet Media Streaming Device & Game Player on the market with its smart fast-action features...
	FAST - It s a smarter smart TV box, utilizing the fastest chipset S812 which decodes the H265 Android TV video without any delay! Most other MX3, M8S, Ti4 or M8...
	LATEST TECHNOLOGY - We use the latest Wi-Fi module AP6330 (802.11 n) which supports dual band Wi-Fi signal up to 750 Mbps (the network speed plays a key role in...
	RELIABLE - Using the EMMC flash, the Pigflytech® Android TV System works much better on speed (5X), ruggedness (3X) and stability (7X). Say goodbye to system freezing...
	CONSTANTLY BEING DEVELOPED - The Pigflytech® experienced software development team releases a new version almost every two weeks, ensuring a fast, easy-to-use bug-free...


							
	
											
								
							
				5.25 High TV Stand 25" Wide, BLACK

				Home (OFC Express)

										Raises TV to comfortable viewing height.
	Provides storage space for Cable box, VCR or DVD players, game console or satellite receiver.
	Solid ¾ composite board construction supports up to 100 lbs.
	Open construction for easy cable management.
	MADE IN USA


							
	
							
				Sobetter TV Antenna 35 Miles Range HDTV Antenna Indoor Premium Materials for High Reception Performance Free Antenna Digital TV Indoor with 9.8 Feet Coax Cable - White

				CE (Sobetter INC.)

										Mini Size and High Performance - Extremely soft design and lightweight. You can either hide it behind the TV, lay flat on table or stick it high on window(it can...
	10FT LONG CABLE - Makes it easier for you to place it in your house to get the best reception, especially for customers whose televisions are quite far away from...
	Never Pay Your Cable or Satellite For Television Again! Sobetter antenna can pull in all of your local news, weather, sitcoms, kids and sports programs absolutely...
	The signal of the 35miles is mainly available in the range of 30-40miles. Quality of reception may vary by channel depending on distance from broadcast tower, terrain...
	100% QUALITY GUARANTEE 30 DAY BACK MONEY GUARANTEE - 12 MONTH WARRANTY: Please rest assured that you have made the right purchase, Our indoor TV Antenna is your...
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	Motorola satellite receiver
	How to install satellite receiver?
	How to set up satellite receiver?
	Digital Satellite TV receiver
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		Recent satellite map
		
		Before After: Satellite images show wildfire devastation wreaked

	

		
		Software for satellite receiver
		
		Plenty of high-quality, unencrypted satellite programs are beamed constantly around the globe. Free to air (FTA) programming is great for public broadcasts and international…

	

		
		Recent Satellite launched by NASA
		
		Tiny satellites won t have to hitchhike their way to space for much longer. The space agency gave $6.9 million to Los Angeles-based Rocket Lab USA; $5.5 million…

	

		
		Local TV reception without cable
		
		A television, be it a conventional CRT or a recent plasma or LCD flat screen, has a tuner of some sort that receives the channel information. If no antenna nor cable…

	

		
		High Definition HD receiver
		
		Whats in the Box • 6-Foot HDMI Cable • Power Cable • H24 Satellite Receiver • Access Card • IR Remote Control • (2) AA Batteries Warranty Beyond Solid Signals return…
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Tweets

Sunday 11, September 2016 06:59 AM from Rahim™
	

	
	@Teerex2 i have a satellite receiver which enables me to watch foreign channels. I mostly use hotbird @ 13° east & Astra 1 @ 19.2° east.
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