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		A DiSEqC compatible receiver relies on a switching box which detects the 22kHz tone pulsing rapidly on and off . In this way, a specially designed receiver can control numerous LNBs through a DiSEqC switching box.


Dolby Digital


An encoding system that digitally compresses up to 5.1 discrete channels of audio (left front, centre, right front, left surround, right surround) into a single Bitstream. A low frequency eff ect (LFE) channel is included providing the sound needed for special eff ects.


DVB (Digital Video Broadcasting)


Set of standards that defi ne digital broadcasts using satellite, cable or terrestrial systems.


EPG (Electronic Programme Guide)


An electronic equivalent to a printed television listings magazine; it is an application used with digital set-top boxes and digital television sets to list current and scheduled programs that are or will be available on each channel, including a short summary or commentary for each program. The information supplied in the EPG is sent and updated by the channel broadcaster.


FEC (Forward Error Correction)


A technique for error control of data transmission.


Frequency


The property of a signal measured in cycles per second (=Hz).


FTA (Free- To-Air)


An unscrambled broadcaster allowing customers to view channels or services without paying any subscription.


Hi-Fi (High Fidelity)


The characteristics of audio devices that can play back all the audio frequencies a person can detect, which is the range of 16Hz~20KHz. Sometimes it is used to indicate good quality of audio devices such as stereo tape recorders.


LNB (Low Noise Block)


A device that is mounted on an arm facing your satellite dish, focusing on satellite signals. A LNB converts signals received from satellite to a lower frequency and sends them to a satellite receiver via coaxial cable.


OSD (On Screen Display)


OSD displays the basic information necessary for the users to confi gure monitor or TV settings. OSD information may include brightness, contrast, tuning, RGB adjustment, and screen size and position.


OTA (Over the Air)


A standard for the transmission of software for equipment, through a broadcast system. Manufacturers reserve the right for deciding the release of the software for their products.


Polarization


The direction of the electrical and magnetic fi elds of a signal. Satellites use both vertical and horizontal polarisation. Means that a frequency can be used twice.


PID (Packet Identifi er)


A set of numbers identifying stream packets contained within a single data stream.


QPSK (Quaternary Phase Shift Keying)

		
 Granite empire of cincinnati countertops cincinnati. 	

	
										Source: www.humaxdigital.com



							


		
		DURAGADGET Extra Long, High Resolution 2M HDMI Transfer Cable - Compatible with the Humax Digital Satellite Set Top Box - Freesat - Foxsat HD | Humax HB-1000S HD TV Freesat Receiver

		Speakers (DURAGADGET)

						2m HDMI cable for perfect high-resolution full HD quality, 1920 x 1080 pixels
	Gold-plated plug for improved contact quality and optimal signal transmission
	High speed transmission up to 10.2 Gbit/s for all image and sound standards
	Fully shielded, extra thick, audio and video lines for optimum reduction of electromagnetic interference
	Suitable for use with any device with a HDMI port, including Freeview boxes, DVD players, Blu-Ray players, TV s, PS3, Xbox, Laptops etc.
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		Recent satellite map
		
		Before After: Satellite images show wildfire devastation wreaked

	

		
		Software for satellite receiver
		
		Plenty of high-quality, unencrypted satellite programs are beamed constantly around the globe. Free to air (FTA) programming is great for public broadcasts and international…

	

		
		Recent Satellite launched by NASA
		
		Tiny satellites won t have to hitchhike their way to space for much longer. The space agency gave $6.9 million to Los Angeles-based Rocket Lab USA; $5.5 million…

	

		
		Local TV reception without cable
		
		A television, be it a conventional CRT or a recent plasma or LCD flat screen, has a tuner of some sort that receives the channel information. If no antenna nor cable…

	

		
		High Definition HD receiver
		
		Whats in the Box • 6-Foot HDMI Cable • Power Cable • H24 Satellite Receiver • Access Card • IR Remote Control • (2) AA Batteries Warranty Beyond Solid Signals return…
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